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TYPE:

FINISH

STANDARD:
[NAT] Natural

PLUS:
[BLP] Bronze Living Patina
[BLP-XD] BLP Extra Dark

PREMIUM:
[NI] Nickel PVD
[PVD] PVD Color (Contact 
Factory for Availability)

AGS

CAT. #: AGS-

The Auroralight AGS Ground Stake is part of the most comprehensive 
mounting system available. It is molded from solid black ABS, adorned and 
reinforced with a solid brass cap, a touchstone of the quality that represents 
Auroralight. Featuring our Aurora Mount System (AMS), the AGS allows 
maximum aim-ability with 360° of fixture rotation; the AGS is the most 
attractive and feature-rich ground stake on the market today.

AGS GROUND STAKE

AMS Aurora Mount System
Features 360° rotational aiming

ORDERING GUIDE: AGS  G (GROUND) S (STAKE) AMS (AURORA MOUNTING SYSTEM)
INDICATES REQUIRED FIELD INDICATES OPTIONAL FIELD

Prefix

Wire Feed

TOP
VIEW

AGS-BLP

1 5/8"
41mm

7 5/8"
194mm

9"
229mm

1 3/8"
35mm

AMS COMPATIBLE FIXTURES

LSL8 LSL10 LWW LQSL HSL11 HSL20HSL16SLX16 LSL30

The Aurora Mount System (AMS™) 
features 2 axis of adjustment – 
360° of fixture rotation at the mount 
and 230° at the solid brass knuckle. 
The ultimate in precision aiming 
without twisting or compromising 
wire integrity.

360°

230°

INCLUDED IN BASE PRICE
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