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TYPE:

LSW8-FL MERIDIAN
CAT. #: LSW8-FL-

The LSW8-FL Meridian down light has a faceplate diameter of just 2 1/4" and 
an aperture of 1", making it one of the smallest down lights available. The LED 
package used in the LSW8 is the very latest technology delivering excellent 
performance and halogen-like color temperature.

Features include:
•	 1.25 Watts up to 123 Lumens
•	 Cree LED™ XLAMP® (XP-L)
•	 Interchangeable UV & Shock Resistant Silicone Optic
•	 2700K (80 & 90 CRI), 3000K (80 CRI), 4000K (80 CRI), or Amber (585-595)
•	 Thermally Integrated® w/ Copper Core Technology®
•	 12V Integral Constant Current Driver (Remote 12V AC/DC Transformer 

Required)
•	 Dimmable to <10% (TRIAC/Forward Phase) via Compatible Transformer
•	 Compatible w/ 12V AC/DC ELV or MLV Transformers
•	 Dual Listed for Interior IC, and Exterior Wet Location Use
•	 Solid Brass and Copper Construction

SEE NEXT PAGE FOR ORDERING INFORMATION

FACEPLATE OPTIONS

The FIT™ IP67 module is built 
on Auroralight’s Copper Core 

Technology® platform and includes 
FIT™ Acrylic Optics.
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TYPE:

MOUNT 
[R] Rear Conduit Entry
[S] Side Conduit Entry

LSW8-FL MERIDIAN

LSW8-FL

ORDERING GUIDE: LSW8-FL  L (LED) SW (STEP/WALL LIGHT) 8 (SERIES) FL (FLUSH FACEPLATE)
Prefix

QUICK SPEC SKU   LSW8-FL-BR-M-C-27-H-R-NAT

INDICATES REQUIRED FIELD INDICATES OPTIONAL FIELD

FINISH 

STANDARD:
[NAT] Natural

PLUS ($):
[BLP] Bronze Living Patina
[BLP-XD] BLP Extra Dark

PREMIUM ($$$):
[NI] Nickel PVD
[BG] Black Gloss PVD
[BS] Black Satin PVD
[BZ] Bronze PVD
[BZ-XD] Dark Bronze PVD
[PC] Powder Coat
(Contact Factory for Availability)

LED COLOR 
[27] 2700K, 80 CRI
[279] 2700K, 90 CRI
[30] 3000K, 80 CRI
[40] 4000K, 80 CRI
[AMB] Amber (585-595 nm)

NOTE: For other CCT and CRI 
options, contact factory. CCT 
3000K or less required for Dark 
Sky compliance.

CAT. #: LSW8-FL-

MOUNT OPTIONS

[S] Side Conduit[R] Rear Conduit

FACEPLATE 
[BR] Brass
[SQ-BR] Square Brass

OPTIC 

STANDARD:
[N] 15° Narrow
[M] 25° Medium
[W] 40° Wide
[WF] 60° Wide Flood

PLUS ($):
[A] All Optics Kit

LENS 
[F] Frosted
[C] Clear

ACCESSORIES 
[H] Hex Baffle
[P] Prismatic Lens
[F] Frost (Diffusion)

ACCESSORIES

H F P

INCLUDED IN BASE PRICE QUICK SPEC (See Below)
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TYPE:

LSW8-FL MERIDIAN
CAT. #: LSW8-FL-

PHOTOMETRIC OVERVIEW
To download more in-depth IES photometric data, visit https://auroralight.com/product/lsw8-fl-meridian/

6 FT 45.7 1.45

10 FT 20.3 2.18

14 FT 11.4 2.90

18 FT 7.30 3.63

22 FT 5.07 4.36

26 FT 3.73 5.08

30 FT 2.85 5.81

Distance 
From Fixture Footcandles Beam Width

6 FT 74.2 0.966

10 FT 33.0 1.45

14 FT 18.6 1.93

18 FT 11.9 2.42

22 FT 8.25 2.90

26 FT 6.06 3.38

30 FT 4.64 3.87

Distance 
From Fixture Footcandles Beam Width

6 FT 7.07 4.02

10 FT 3.14 6.02

14 FT 1.77 8.03

18 FT 1.13 10.0

22 FT 0.785 12.0

26 FT 0.577 14.1

30 FT 0.442 16.1

Distance 
From Fixture Footcandles Beam Width

6 FT 21.0 2.64

10 FT 9.32 3.96

14 FT 5.24 5.28

18 FT 3.36 6.60

22 FT 2.33 7.92

26 FT 1.71 9.24

30 FT 1.31 10.6

Distance 
From Fixture Footcandles Beam Width

3000K 25° (MEDIUM) OPTIC
136.1 LUMENS • CBCP 730 • BUG B0 U1 G0

AURORALIGHT LSW8-FL-BR-M-C-30

3000K 15° (NARROW) OPTIC
123.3 LUMENS • CBCP 1188 • BUG B0 U0 G0

AURORALIGHT LSW8-FL-BR-N-C-30

3000K 60° (WIDE FLOOD) OPTIC 
131.9 LUMENS • CBCP 114 • BUG B0 U1 G0

AURORALIGHT LSW8-FL-BR-WF-C-30

4000K 40° (WIDE) OPTIC 
154.5 LUMENS • CBCP 336 • BUG B0 U1 G0

AURORALIGHT LSW8-FL-BR-W-C-40

http://auroralight.com/product/lsw8-fl-meridian/
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