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CAT. #: STR-

ORDERING GUIDE: STR  ST (SUBTERRANEAN) R (RISER)
INDICATES REQUIRED FIELD INDICATES OPTIONAL FIELD

Prefix

STR

The STR Subterranean Riser is part of a complete line of risers from Auroralight. It is 
specifically designed to be wholly or semi-buried into the soil for a discrete appearance. 
The STR offers designers and installers a proactive solution to allow future growth in 
the landscape or seasonal changes like snow. The STR Helps eliminate the problem 
of maturing shrubs or thick ground covers overtaking light fixtures and hindering 
performance. The STR is engineered from the ground up, featuring an anti-rotation fin 
system paired with a parachute style base to prohibit un-earthing during adjustment. 
The sizeable solid brass clutch assembly controls adjustment, allowing up to 18” 
vertical movement of one or two luminaires and locks firmly in place.

STR SUBTERRANEAN RISER

STR-AMS-18-S-BLP STR-AMS-12-S-BLP

LENGTH/EXTENSION
[12] 12" above grade 13 1/2" below (26" OAH)
[18] 18" above grade 19 1/2" below (38" OAH)
Consult factory for custom lengths.

CONFIGURATION
[S] Single Fixture
[T] Double Fixture (Tee)
[90] 90° Angle

FINISH 

STANDARD:
[NAT] Natural

PLUS ($):
[BLP] Bronze Living Patina
[BLP-XD] BLP Extra Dark

PREMIUM ($$$):
[NI] Nickel PVD
[BG] Black Gloss PVD
[BS] Black Satin PVD
[BZ] Bronze PVD
[BZ-XD] Dark Bronze PVD

FIXTURE ATTACHMENT
[1/2] 1/2" (NPS) Universal Threaded Hole
[AMS] Aurora Mount System
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CONFIGURATIONS

T 90

NOTE: Most common configurations 
listed above. See mount spec sheets 
for all options.

The Aurora Mount System (AMS™) 
features 2 axis of adjustment – 
360° of fixture rotation at the mount 
and 230° at the solid brass knuckle. 
The ultimate in precision aiming 
without twisting or compromising 
wire integrity.

360°

230°
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INCLUDED IN BASE PRICE

QUICK SPEC SKU   STR-AMS-12-S-NAT

QUICK SPEC (See Below)
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