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Luminaire Description: Cylindrical copper housing, brass domed top with three (3) 90° openings and
clear acrylic lens

Lamp: One (1) Cree XHP 3000K LED

Mounting: Recessed In-Grade/Wall

Luminaire

Luminaire Characteristics
Luminous Diameter: 3.50 in.

Luminous Height: 0.410 in.
Summary of Results Test Conditions

Roadway Classification: Type |, Very Long Test Temperature: 255 °C

Cutoff Classification: Noncutoff Voltage: 11.92 VAC

BUG Rating: BO U2 GO Current: 0.3345 A
Power: 3.885 W
Power Factor: 0.974
Frequency: 60 Hz
Current THD: 135 %

Tested in 30 planes left side, 30 planes right side, left and right averaged
Vertical test increments are 2.5 degrees
Test distance exceeds five times the greatest luminous opening of luminaire

Laboratory results may not be representative of field performance
Ballast factors have not been applied
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Distribution - Goniophotometer

Distribution Test Conditions

Temperature

Voltage

Current

Power

Power Factor

Fregquency

Current THD

25.5°C

11.92 VAC

0.3345 A

3.885 W

0.974

60 Hz

13.5%

Spacing Criteria

0-180: 3.75
90-270: 3.24

Summary of Results
Total Lumen Output:
Luminaire Efficacy:
Maximum Candela:

165
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Zonal Lumen Summary

Zone Lumens % of Luminaire Zone Lumens |[% of Luminaire Zone Lumens % of Luminaire
0-5 0.018 0.0% 60-65 2.261 4.4% 120-125 0.122 0.2%
5-10 0.068 0.1% 65-70 2.638 5.2% 125-130 0.042 0.1%
10-15 0.160 0.3% 70-75 3.103 6.1% 130-135 0.012 0.0%
15-20 0.256 0.5% 75-80 5.769 11.3% 135-140 0.010 0.0%
20-25 0.360 0.7% 80-85 6.078 11.9% 140-145 0.008 0.0%
25-30 0.588 1.2% 85-90 6.135 12.0% 145-150 0.007 0.0%
30-35 0.790 1.6% 90-95 6.355 12.5% 150-155 0.006 0.0%
35-40 0.969 1.9% 95-100 5.075 10.0% 155-160 0.004 0.0%
40-45 1.174 2.3% 100-105 2.034 4.0% 160-165 0.003 0.0%
45-50 1.399 2.7% 105-110 1.094 2.1% 165-170 0.002 0.0%
50-55 1.594 3.1% 110-115 0.627 1.2% 170-175 0.001 0.0%
55-60 1.905 3.7% 115-120 0.256 0.5% 175-180 0.000 0.0%
Zone Lumens % of Luminaire
0-40 3 6.3%
0-60 9 18.2%
0-90 35 69.3%
90-180 16 30.8%
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Vertical Angle (Degrees)

Candela Tabulation

Horizontal Angle (Degrees)
0 22.5 45 67.5 90 |112.5] 135 [157.5| 180 | 202.5| 225 | 247.5| 270 292.5 315 | 337.5
0 070 [ 070 | 070 | 070 o070 | 0.70 | 0.70 | 0.70 | 0.70 | 0.70 | 0.70 | 0.70 | 0.70 0.70 0.70 | 0.70
5 0.89 [ 095 093 | 085 [078] 079|078 ]| 0.75| 067 | 075 | 0.78 | 0.79 | 0.78 0.85 0.93 [ 0.95
10 | 109 | 133 131 [ 110 | 091 [ 101] 12.09 ] 101 | 074 | 1.01 | 1.09 [ 1.01 [ 0.91 1.10 131 | 1.33
15| 177 | 228 | 230 [ 172 | 121 [ 122] 120| 115 | 092 | 115 | 120 | 1.22 [ 1.21 1.72 230 [ 2.28
20 | 176 [ 216 | 2.08 | 1.79 [ 132|132 1.24 ]| 1.20 ]| 098 | 120 | 124 | 1.32 | 1.32 1.79 2.08 | 2.16
25| 186 [ 270 | 281 | 245 [ 152|180 1.80 | 1.64 | 1.18 | 164 | 1.80 | 1.80 | 152 2.45 281 [ 2.70
30 | 244 [ 351 372 | 313 [ 189|208 210 191 | 139 | 191 [ 210 | 2.08 | 1.89 3.13 3.72 | 351
35 | 276 [ 392 412 | 353 | 2.08]| 229 227 [ 209 | 148 | 2.09 [ 2.27 | 229 | 2.08 353 [ 412 | 3.92
40 | 2.90 [ 420 440 | 383 | 216 | 256 [ 247 [ 230 | 155 | 230 | 2.47 | 256 | 2.16 3.83 | 4.40 | 4.20
45 | 2.98 | 463 | 488 | 428 | 224 | 295 274 | 258 | 164 | 258 | 2.74 | 2.95 | 2.24 428 | 488 | 4.63
50 | 3.11 [ 503 527 | 468 | 232|317 [ 291|283 | 174 | 283 [ 2.91 | 317 | 232 4.68 527 | 5.03
55 | 320 [ 527 | 551 | 495 [ 237336 316 | 323 | 179 | 323 | 3.16 | 3.36 | 237 4.95 551 [ 5.27
60 | 334 [633]| 666 | 6.11 [ 244|389 364 | 366 | 1.85 | 366 | 3.64 | 3.89 | 244 6.11 6.66 | 6.33
65 | 339 | 717 | 754 | 678 [ 246|436 400 | 3.91 | 1.86 | 391 | 400 | 436 | 2.46 6.78 754 | 7.17
70 | 336 [ 836 | 867 | 806 [ 241|480 450 | 460 | 1.77 | 460 | 450 | 480 | 241 8.06 8.67 | 8.36
75 | 3.23 [10.07] 1096 | 11.25 [ 229 | 570 | 766 | 887 | 1.65 | 887 | 766 | 570 | 229 | 11.25 [ 10.96 | 10.07
80 | 3.16 [20.34[ 21.04 | 1988 | 2.22 | 831 [ 9.24 [ 932 | 1.60 | 9.32 | 924 | 831 | 222 | 19.88 | 21.04 | 20.34
85 | 3.05 [18.56( 1942 | 1898 | 2.08 | 821 [ 839 [ 972 | 145 | 972 | 839 | 821 | 2.08 | 18.98 | 19.42 | 18.56
90 | 2.57 |[21.03]| 2099 | 22.01 | 1.66 |[10.11]| 860 | 9.81 | 1.17 | 981 | 860 | 10.11 | 1.66 | 22.01 | 20.99 | 21.03
95 | 208 [17.46]| 1688 | 17.66 [ 1.40 | 8.15| 829 | 8.02 | 1.10 | 802 | 829 | 815 | 140 | 17.66 | 16.88 | 17.46
100 | 1.84 [16.82| 16.33 | 1441 | 1.21 | 436 [ 354 [ 293 | 095 | 293 | 354 | 436 | 121 [ 1441 | 16.33 [ 16.82
105 1.47 | 422 | 435 | 404 | 094|174 | 184 [ 176 | 083 | 1.76 | 1.84 | 1.74 | 0.94 404 | 435 | 422
110| 1.01 | 281 | 299 | 2,79 | 068 | 118 | 1.24 [ 117 | 049 | 117 | 1.24 | 1.18 | 0.68 2.79 299 [ 2.81
115| o057 | 131 | 148 | 1.28 | 038 ]| 056 | 0.64 [ 048 | 023 | 048 [ 0.64 | 056 | 0.38 1.28 148 | 1.31
120| 0.20 | 040 | 050 | 050 | 0.17 ] 027 [ 033 [ 025 | 0.11 | 025 [ 033 | 0.27 | 0.17 0.50 0.50 [ 0.40
125| 0.10 | 026 | 028 | 033 | 0.07] 015 0.15 [ 014 | 0.04 | 014 [ 0.15 | 0.15 | 0.07 0.33 0.28 | 0.26
130] o0.01 | 005 004 | 0.04 | 0.01 ]| 0.04 [ 0.04 [ 004 | 001 | 004 [ 004 | 0.04 | 0.01 0.04 | 0.04 | 0.05
135 0.01 | 004 [ 003 | 0.04 | 0.01] 003 [ 0.03 [ 004 | 001 | 004 [ 003 | 003 | 0.01 0.04 | 0.03 | 0.04
140 | o0.01 | 003 | 003 | 0.03 | 0.01] 0.03 [ 0.03 [ 003 | 000 | 003 [ 003 | 003 | 0.01 0.03 0.03 [ 0.03
145] o0.01 | 003 | 003 | 0.03 | 0.01] 0.03 [ 0.03 [ 003 | 000 | 003 [ 003 | 003 | 0.01 0.03 0.03 [ 0.03
150 ] o0.01 | 003 | 003 | 0.03 | 0.00] 0.03 | 0.03 [ 003 | 0.00 | 0.03 [ 003 [ 0.03 | 0.00 0.03 0.03 [ 0.03
155| 0.00 | 003 | 003 | 0.03 | 0.01] 0.03 [ 0.03 [ 003 | 000 | 003 [ 003 | 003 | 0.01 0.03 0.03 [ 0.03
160 ] o0.00 | 0.03 | 002 | 0.03 | 0.00] 0.03 | 0.03 [ 003 | 000 | 0.03 [ 003 [ 0.03 | 0.00 0.03 0.02 [ 0.03
165] 0.00 | 003 | 002 | 0.03 | 0.00] 0.03 | 0.02 [ 003 | 000 | 0.03 [ 002 [ 0.03 | 0.00 0.03 0.02 [ 0.03
170| o0.00 | 0.03 | 002 | 0.03 | 0.01] 0.03 [ 0.02 [ 003 | 001 | 003 [ 002 | 0.03 | 0.01 0.03 0.02 [ 0.03
175] o0.00 | 003 | 002 | 0.03 | 0.00] 0.03 | 0.03 [ 0.03 | 0.00 | 0.03 [ 0.03 [ 0.03 | 0.00 0.03 0.02 [ 0.03
180 | 0.02 | 0.02 [ 002 | 0.02 | 0.02] 002 0.02 [ 002 ] 002 | 002 [ 002 | 0.02 | 0.02 0.02 0.02 | 0.02
Average Luminance (cd/m?)
Horizontal Angle (Degrees)

0 45 90

%A 0 113 113 113

3 45 1641 2687 1233

§ ;‘2 55 1021 1759 757

t<lla) 65 972 2164 705

> 75 840 2852 595

85 753 4802 514
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Utilization of Lumens - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

Ceiling Cavity
Reflectance 80 70 50 30 10 0
R wall 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
eflectance
';‘;?i? g?;g;’ ** Values are expressed as Lumens delivered to the task surface **
0 57 57 57 57 54 54 54 54 48 48 48 43 43 43 38 38 38 35
1 46 41 37 33 43 39 35 31 33 30 27 29 26 24 24 22 20 18
2 40 34 28 24 37 31 26 22 27 23 19 23 19 16 19 16 14 11
3 36 28 23 18 33 26 21 17 22 18 14 19 15 12 15 12 10 8
4 32 24 19 14 30 23 17 13 19 15 11 16 12 10 13 10 8 6
5 29 21 16 12 27 20 15 11 17 13 9 14 11 8 12 9 6 4
6 27 19 14 10 25 18 13 9 15 11 8 13 9 6 10 7 5 4
7 25 17 12 8 23 16 11 8 14 10 7 11 8 5 9 7 4 3
8 23 15 10 7 21 14 10 7 12 8 6 10 7 5 9 6 4 2
9 21 14 9 6 20 13 9 6 11 8 5 10 6 4 8 5 3 2
10 20 13 8 5 19 12 8 5 10 7 4 9 6 4 7 5 3 2
Beam and Field Information
CIE Type: Semi-Direct
Center Beam Intenisty: 0.70 Candela
Central Cone Intensity: 1 Candela
Beam Flux: 50.7 Lumens
Beam Angle (0-180): 230.3 Degrees
Beam Angle (90-270): 230.9 Degrees
Field Angle (0-180): 249.3 Degrees
Field Angle (90-270): 250.3 Degrees
Cone of Light Tabulation
Mounting Footcandles at .
Height (Feet) f Nadir Diameter (Feet)
4.00 0.0439 17.5
6.00 Z l 0.0195 26.3
8.00 L l 0.0110 35.0
10.0 0.00702 43.8
12.0 0.00487 52.5
14.0 0.00358 61.3
16.0 0.00274 70.1
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IES "BUG" Rating
(Back Light, Uplight, Glare)
Per IES TM-15-11

N

UH 2 UH
’/rﬁ\
u |‘ “ u
BVH FVH
BH _,. FH
Wy
M
BM
BL FL
BACK LIGHT FORWARDLIGHT
LN
BACK FRONT

Luminaire Classification System (LCS)

LCS Zone Lumens Luminaire %
FL (0-30) 0.9 1.7%
FM (30-60) 4.8 9.1%
FH (60-80) 9.0 17.0%
FVH (80-90) 8.9 16.8%
BL (0-30) 0.6 1.1%
BM (30-60) 3.0 5.6%
BH (60-80) 4.9 9.3%
BVH (80-90) 4.2 7.9%
UL (90-100) 12.0 22.8%
UH (100-180) 4.7 8.9%
Total 52.9 100.0%
BUG Rating BO U2 GO
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Attachment A

Amended Report Documentation

Date of change

Description of Change

2021-06-29

Changed ISOfootcandle plot height to 2'
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