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TYPE:
CAT. #: DLX16-ACS-

The DLX16 Mariner pendant paired with our exclusive Aurora Catenary 
System (ACS) is the perfect selection to illuminate plazas, courtyards, and 
intimate patio areas beautifully. Choose from 4 attractive shroud options 
to match your aesthetic. Optimized for drop-in MR16 LED lamps for ease 
of serviceability or customers who prefer LED retrofit lamps as their LED 
solution. 

Fixture features include:
• Variety of MR16 Lamp Options
• Solid Brass Construction
• Also available with Non-Catenary Hanging and Ridgid mount options 

(See DLX16-HL)

Catenary features include:
• Pre-assembled System for Easy Installation
• Catenary Cable up to 1/4" dia. accepted (by other)
• Cable Brake System™ prevents luminaire slippage
• Solid C3600 Billet Brass Construction

DLX16-ACS MARINER

SEE NEXT PAGE FOR ORDERING INFORMATION

NS-HL-NAT

90-HL-BLP

AC4-RM-NAT AC4-RM-BLP

[HL] Hanging

X (Specifiable)

2 7/8"
73mm

1 5/8"
41mm

2 1/2"
64mm

4 7/16"
113mm

2"
51mm

[RM] Rigid

2 7/8"
73mm

1 5/8"
41mm

2 9/16"
65mm

3 11/16"
94mm

2"
51mm

[NS] No Shield

13/16"
21mm

2 1/4"
57.15mm

[90] 90° Straight Shield

1 11/16"
43mm

2 1/4"
57.15mm[AC] Acrylic

2 1/4"
57.15mm

4 3/8"
111mm

2"
51mm

ACS

AURORALIGHT

CATENARY SYSTEM

TM

J-Box Side View

1 1/2"
38mm

Accepts 1/8", 3/16" 
or 1/4" cable. (Cable 
and Engineering by 
Others)

Outdoor Rated Cable.
(by Auroralight)

DOWNLOAD OUR ACS DESIGN 
GUIDE TO START BUILDING 

YOURS TODAY

https://auroralight.com/wp-content/uploads/product-assets/downloads/literature/Catenary%20System%20Design%20Guide%202022.pdf
https://auroralight.com/wp-content/uploads/product-assets/downloads/literature/Catenary%20System%20Design%20Guide%202022.pdf
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TYPE:

SHIELD

STANDARD:
[NS] No Shield
[60] 60° Angled Shield
[90] 90° Straight Shield

PLUS ($):
[AC] 4"Acrylic

CAT. #: DLX16-ACS-

DLX16-ACS MARINER

DLX16-ACS

ORDERING GUIDE: DLX16-ACS  DL (DOWN LIGHT) X (NO LAMP) 16 (SERIES) ACS (AURORA CATENARY SYSTEM)
Prefix

QUICK SPEC SKU   DLX16-ACS-90-7-W-27-H-HL-NAT

INDICATES REQUIRED FIELD INDICATES OPTIONAL FIELD

ACCESSORIES 
SELECT UP TO TWO (3/16" each)
[H] Hex Baffle
[L] Linear Spread*
[P] Prismatic Lens*
[MP] Micro Prismatic*
[F] Frost (Diffusion)
[AR] Accessory Retainer (Optional)

* Limit ONE when AR is selected

MOUNT
[HL] Hanging
[RM] Rigid

FINISH 

STANDARD:
[NAT] Natural

PLUS ($):
[BLP] Bronze Living Patina
[BLP-XD] BLP Extra Dark

PREMIUM ($$$):
[NI] Nickel PVD
[BG] Black Gloss PVD
[BS] Black Satin PVD
[BZ] Bronze PVD
[BZ-XD] Dark Bronze PVD

MOUNTS

HL RM

ACCESSORIES

H L

F

P

MP

WATTAGE 
[3] 3W
[5] 5W
[7] 7W

LED COLOR 
[27] 2700K, 90 CRI
[30] 3000K, 90 CRI

OPTIC 
[N] 15° Narrow
[M] 24° Medium
[W] 36° Wide
[WF] 60° Wide Flood
[SF] 120° Super Flood

INCLUDED IN BASE PRICE QUICK SPEC (See Below)
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