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XTENDABLE RISER

The EXTR-HD Extendable Riser Heavy-Duty, part of a complete line of risers from
Auroralight, is designed to specifically complement the scale and demanding weights
of larger and heavier fixtures. The EXTR-HD equips designers and installers with a
heavy-duty solution for maturing shrubs or thick ground covers that are overtaking
light fixtures and hindering performance. It is a flexible solution for an existing problem
or a proactive application allowing for future growth in the landscape or seasonal

CUSTOM changes like snow. Meticulously machined from solid brass and paired with a copper

LENGTHS tube, the EXTR-HD features silicone O-rings and a robust clutch assembly allowing
AVAILABLE for full extension of the fixture’s original height for years to come. Specify STANDARD:
sizes of 8"x12” and 11”"x19" or consult our factory for custom lengths.

1/2" (NPS) Universal Thread

PB

— =
1/2"
12" NPS
305mm
—
12"
305mm
g 21/8"
204mm
* 54mm | ~
17/8" 11/2"
* - 212" ? I 21/2"
64mm 64mm
EXTR-HD-11x19-BLP EXTR-HD-8x12-BLP 1/2" (NPS) Universal Thread
[1/2] [BD-GS]
Version Version
Prefix
ORDERING GUIDE: EXTR-HD) EXT (EXTENDABLE) R (RISER) H (HEAVY) D (DUTY)
) INDICATES REQUIRED FIELD {__3INDICATES OPTIONAL FIELD J INCLUDED IN BASE PRICE [ _ ]QUICK SPEC (See Below)
[EXTR""DH ]_[ } { ]
LENGTH/ MOUNT FINISH
EXTENSION ", NowouNT STANDARD:
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* Consult factory for ~ [BD-GS] Ground Stake N [BLP] Bronze Living Patina
custom lengths. [TR-12] 12" Trident Spike [BLP-XD] BLP Extra Dark
[JB3-S] 3" Junction Box w/ PVC Stake .
[PB-S] Power Box w/ PVC Stake. Incl. 60W 120-12V Trans. PREMIUM (859):
[PM-60-1] Concrete Pedestal Mount w/ 60W 120-12V Trans. [NI] Nickel PVD
Single Hole / One Fixture [BG] Black Gloss PVD
SURFACE: [BS] Black Satin PVD
SMJB-1-5] Surface Mount J-Box Single hole / One Fixture, [BZ] Bronze PVD
Knockouts [BZ-XD] Dark Bronze PVD
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