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Luminaire Description: Conical 11" copper shade with no louvers and cylindrical 32" copper stem with

brass base
Lamp: Eight (8) Cree XP-L 3000K LEDs
Mounting: Path/Area
Ballast/Driver: L.T.F. DL112W480C24LP65-0000
Luminaire
Luminaire Characteristics
Luminous Diameter:  11.00 in.
Luminous Height: 1.50 in.
Summary of Results Test Conditions
Roadway Classification: Type I, Very Short Test Temperature:
Cutoff Classification: Noncutoff Voltage:
BUG Rating: BO U2 G1 Current:
Power:
Power Factor:
Frequency:
Current THD:

Tested in 30 planes left side, 30 planes right side, left and right averaged
Vertical test increments are 2.5 degrees
Test distance exceeds five times the greatest luminous opening of luminaire

Laboratory results may not be representative of field performance
Ballast factors have not been applied
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25.5 °C
12.03 VAC
1.897 A
12.47 W
0.546

60 Hz

37.0 %



Distribution - Goniophotometer

Distribution Test Conditions

Temperature

Voltage

Current Power Power Factor

Frequency

Current THD

25.5°C

12.03 VAC

1.897 A 12.47 W 0.546

60 Hz

37.0 %

Spacing Criteria

0-180: 1.69
90-270: 1.55

Summary of Results

Total Lumen Output:
Luminaire Efficacy:
Maximum Candela:

Polar Plot
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Zonal Lumen Summary

Zone Lumens % of Luminaire Zone Lumens |% of Luminaire Zone Lumens % of Luminaire
0-5 2.10 0.4% 60-65 45.14 8.3% 120-125 0.03 0.0%
5-10 5.93 1.1% 65-70 45.92 8.4% 125-130 0.02 0.0%
10-15 9.67 1.8% 70-75 45.35 8.3% 130-135 0.01 0.0%
15-20 13.57 2.5% 75-80 42.97 7.9% 135-140 0.01 0.0%
20-25 18.15 3.3% 80-85 31.24 5.7% 140-145 0.01 0.0%
25-30 22.96 4.2% 85-90 22.21 4.1% 145-150 0.01 0.0%
30-35 27.49 5.0% 90-95 16.81 3.1% 150-155 0.01 0.0%
35-40 31.51 5.8% 95-100 3.40 0.6% 155-160 0.01 0.0%
40-45 35.50 6.5% 100-105 1.65 0.3% 160-165 0.01 0.0%
45-50 38.47 7.0% 105-110 0.89 0.2% 165-170 0.00 0.0%
50-55 41.16 7.5% 110-115 0.31 0.1% 170-175 0.00 0.0%
55-60 43.45 8.0% 115-120 0.05 0.0% 175-180 0.00 0.0%
Zone Lumens [% of Luminaire
0-40 131 24.1%
0-60 290 53.1%
0-90 523 95.7%
90-180 23 4.3%
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Vertical Angle (Degrees)

Candela Tabulation

Horizontal Angle (Degrees)
0 225 | 45 67.5 | 90 [112.5| 135 [157.5 180 | 202.5| 225 | 247.5| 270 | 292.5 | 315 | 337.5
0 930 | 93.0| 93.0 | 93.0 | 93.0 | 93.0]| 93.0 | 93.0 | 93.0 | 93.0 | 93.0 | 93.0 93.0 93.0 93.0 | 93.0
5 88.3 87.0 | 86.8 856 | 84.7| 842 | 843 | 835 | 824 83.5 84.3 84.2 84.7 85.6 86.8 87.0
10 83.1 | 836 | 832 | 818 | 806 | 79.9| 80.6 | 81.5 | 819 | 815 | 80.6 | 79.9 80.6 81.8 83.2 | 83.6
15 828 | 834 | 826 | 815 | 808 | 79.3| 803 | 825 | 825 | 825 | 80.3 | 79.3 80.8 81.5 826 | 834
20 88.3 86.1 85.8 84.3 | 81.7 | 81.3 | 81.4 | 84.2 84.8 84.2 81.4 81.3 81.7 84.3 85.8 86.1
25 94.3 924 | 924 89.8 | 84.2 ]| 859 | 8.3 | 90.5 | 88.9 90.5 85.3 85.9 84.2 89.8 92.4 92.4
30 99.1 [ 941 | 947 | 92.7 | 87.4 | 88.3 | 88.6 | 947 | 928 | 94.7 | 88.6 | 88.3 87.4 92.7 94.7 | 94.1
35 103.1 | 95.1 96.6 94.4 |1 89.3 ] 91.1 | 90.2 | 97.3 94.4 97.3 90.2 91.1 89.3 94.4 96.6 95.1
40 | 1043 | 96.3 | 98.1 | 96.3 | 90.5]| 928 90.6 | 99.2 | 947 | 99.2 | 90.6 | 92.8 90.5 96.3 98.1 | 96.3
45 106.7 | 96.3 99.4 96.7 | 91.1 | 93.6 | 89.8 | 100.0| 95.6 | 100.0 | 89.8 93.6 91.1 96.7 99.4 96.3
50 104.7 | 95.0 | 98.4 95.7 | 89.3 ] 93.0 | 87.8 | 99.2 94.1 99.2 87.8 93.0 89.3 95.7 98.4 95.0
55 | 1045 | 942 | 983 | 956 | 885 | 93.0| 869 | 988 | 943 | 988 | 86.9 | 93.0 88.5 95.6 98.3 | 94.2
60 104.5 | 93.2 98.1 945 | 874 | 92.0 | 85.2 | 98.7 93.5 98.7 85.2 92.0 87.4 94.5 98.1 93.2
65 103.7 | 92.1 97.0 93.1 | 86.2 | 88.6 | 83.1 | 97.6 92.3 97.6 83.1 88.6 86.2 93.1 97.0 92.1
70 | 1014 | 89.4 | 953 | 89.9 | 829 | 86.3| 79.3 | 946 | 88.7 | 946 | 79.3 | 86.3 82.9 89.9 953 | 89.4
75 96.7 85.2 90.7 846 | 781 | 80.2 | 73.9 | 89.4 | 84.8 89.4 73.9 80.2 78.1 84.6 90.7 85.2
80 88.0 | 77.1 | 827 | 757 | 692|709 | 645 | 786 | 744 | 78.6 | 645 | 70.9 69.2 75.7 827 | 771
85 515 | 423 | 47.0 | 486 | 369 | 435 | 410 | 488 | 442 | 4858 | 410 | 435 36.9 48.6 470 | 423
90 43.8 35.0 | 39.7 41.3 | 29.2 | 37.5 | 32.9 | 40.7 36.8 40.7 32.9 37.5 29.2 41.3 39.7 35.0
95 215 | 174 | 174 | 154 | 95 | 95 | 100 | 102 | 8.7 10.2 | 10.0 9.5 9.5 15.4 17.4 | 17.4
100 4.2 3.9 3.9 4.2 39 | 36 | 41 | 41 3.6 4.1 4.1 3.6 3.9 4.2 3.9 3.9
105 2.5 2.4 2.3 2.5 2.3 2.1 2.3 2.4 2.1 2.4 2.3 2.1 2.3 2.5 2.3 2.4
110 1.2 1.2 1.2 1.2 1.1 | 10| 11 1.1 0.9 1.1 1.1 1.0 1.1 1.2 1.2 1.2
115 0.2 0.3 0.2 0.2 02 ] 02 | 02 | 0.2 0.1 0.2 0.2 0.2 0.2 0.2 0.2 0.3
120 0.0 0.1 0.0 0.1 0.1 0.1 0.1 0.1 0.0 0.1 0.1 0.1 0.1 0.1 0.0 0.1
125 0.0 0.1 0.0 0.1 00 ] 01| 00 | 01 0.0 0.1 0.0 0.1 0.0 0.1 0.0 0.1
130 0.0 0.0 0.0 0.1 0.0 0.1 0.0 0.1 0.0 0.1 0.0 0.1 0.0 0.1 0.0 0.0
135 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
140 0.0 0.0 0.0 0.0 00 ] 0.0 | 00 | 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
145 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
150 0.0 0.0 0.0 0.0 00 ] 00 | 00 | 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
155 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
160 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
165 0.0 0.0 0.0 0.0 00 | 01 | 00 [ 0.0 0.0 0.0 0.0 0.1 0.0 0.0 0.0 0.0
170 0.0 0.0 0.0 0.1 0.0 0.1 0.0 0.1 0.0 0.1 0.0 0.1 0.0 0.1 0.0 0.0
175 0.0 0.1 0.0 0.1 0.1 0.1 0.0 0.1 0.0 0.1 0.0 0.1 0.1 0.1 0.0 0.1
180 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1
Average Luminance (cd/mz)
Horizontal Angle (Degrees)
0 45 90
%,-\ 0 1517 1517 1517
Z § 45 5222 4867 4458
S GE), 55 3254 3061 2756
'g a} 65 2903 2716 2414
> 75 2493 2336 2014
85 1279 1166 916
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Utilization of Lumens - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

Ceiling Cavity 80 70 50 30 10 0
Reflectance
Wwal 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
Reflectance
Room Cavity .
Ratio (RCR) ** VValues are expressed as Lumens delivered to the task surface **
0 644 644 644 644 627 627 | 627 | 627 594 594 594 564 564 564 536 536 536 523
1 559 520 485 454 540 505 | 473 444 476 449 425 449 428 408 425 407 391 376
2 493 433 383 341 475 420 | 374 334 395 356 322 372 340 311 351 324 300 285
3 441 368 311 266 423 356 | 304 | 262 335 290 253 316 278 245 298 266 238 223
4 398 318 259 214 382 308 | 254 | 211 291 243 205 274 233 200 259 223 194 179
5 362 279 221 178 348 271 | 216 175 256 208 171 241 199 166 228 191 162 148
6 332 247 191 150 319 241 | 187 148 228 180 145 215 173 141 204 167 138 124
7 306 222 167 129 294 216 | 164 128 205 158 125 194 153 122 184 147 119 106
8 283 200 148 112 273 195 | 146 111 186 141 109 177 136 107 168 132 104 92
9 264 182 133 99 254 178 | 131 98 170 126 96 162 122 94 154 118 92 81
10 246 167 120 88 238 163 | 118 87 156 114 86 149 111 84 142 108 82 72
Beam and Field Information
CIE Type: Direct
Center Beam Intenisty: 93.0 Candela
Central Cone Intensity: 89 Candela
Beam Flux: 499.1 Lumens
Beam Angle (0-180): 172.1 Degrees
Beam Angle (90-270): 165.5 Degrees
Field Angle (0-180): 190.9 Degrees
Field Angle (90-270): 190.1 Degrees
Cone of Light Tabulation
Mounting Footcandles at .
Height (Feet) i j Nadir Diameter (Feet)
4.00 l 5.81 6.21
6.00 2.58 9.31
8.00 1.45 12.4
10.0 0.930 15.5
12.0 0.646 18.6
14.0 0.474 21.7
16.0 0.363 24.8
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ISOFootcandle Plot

Mounting Height - 3 Feet
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IES "BUG" Rating
(Back Light, Uplight, Glare)
Per IES TM-15-11

UH é UH
' y
UL | ‘| UL
BVH FVH
BH FH
|
FM
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BL FL
BACK LIGHT FORWARD LIGHT
/\
BACK FRONT

Luminaire Classification System (LCS)

LCS Zone Lumens Luminaire %
FL (0-30) 36.8 6.8%
FM (30-60) 109.9 20.2%
FH (60-80) 91.0 16.8%

FVH (80-90) 27.4 5.0%
BL (0-30) 35.7 6.6%
BM (30-60) 106.6 19.6%
BH (60-80) 87.3 16.1%

BVH (80-90) 25.9 4.8%
UL (90-100) 19.8 3.7%
UH (100-180) 3.0 0.6%

Total 5435 100.0%

BUG Rating BO U2 G1
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