## AURORALIGHT

PROJECT:


AVAILABLE FINISHES:


## MERIDIAN

## RDL008202

The Meridian down light has a faceplate diameter of just $21 / 4^{\prime \prime}$ and an aperture of $1^{\prime \prime}$, making it one of the smallest down lights available. The LED package used in the Meridian is the very latest technology delivering excellent performance and halogen-like color temperature.

- Cree LED ${ }^{\text {TM }}$ XLAMP® (XP-L)
- Rated for interior or exterior wet location use
- Ideal for eaves, beams and architectural features

CONFIGURATOR:

|  | LED | FINISH |
| :---: | :---: | :---: |
| $\begin{aligned} & \text { RDL008202 } \\ & \text { () = Most common } \\ & \text { configuration } \end{aligned}$ |  |  |
|  | (2701) 2700K 1.25 W (3001) 3000 K 1.25 W | (NAT) Natural Brass <br> (BLP) Bronze Living Patina <br> (BLPX) Extra Dark BLP <br> (NI) Nickel PVD |


| FIXTURE DIMENSIONS | L2-3/4" $\times$ H7/16" $\times$ D2-1/8" |
| :---: | :---: |
| LIGHT SOURCE | Integrated LED |
| COLOR TEMPERATURES | 2700K, 3000K |
| WATTAGES | 1.25W |
| CRI (RA) | 80 CRI |
| VOLTAGE | 12 V |
| DELIVERED LUMENS | 1231m (3000K) |
| DIMMABLE | Yes, Dim to < $10 \%$ via Transformer |
| DRIVER | Yes, 12 V Integral Constant Current |
| TRANSFORMER | No, 12V AC/DC Transformer Required |
| MOUNT | Included Copper Can w/ Rear Entry |
| ACCESSORIES | Yes, Not Included |
| OPTICS | Yes, Included $15^{\circ}, 25^{\circ} 40^{\circ}$ \& $60^{\circ}$ |
| FINISH | Included Natural Brass |
| MATERIAL | Brass \& Copper |
| WIRE LENGTH | $24^{\prime \prime}$ |
| LOCATION | Interior or Exterior Wet |
| CERTIFICATIONS | UL, IP66, IP67, IC, Dark Sky |

*For complete warranty terms, please visit: www.auroralight.com/warranty/

AURORALIGHT

## ADD-ONS

ACCESSORIES

| $\square$ H001 | Hex Baffle |
| :--- | ---: |
| $\square$ F001 | Frosted Lens |
|  |  |
| MOUNTS |  |
| SCE008 | Side Conduit Entry |

*For complete details, please visit auroralight.com/mounts/

